
 

 

BookletChart
 

 A reduced scale NOAA nautical chart for small 
boaters.  When possible, use the full size NOAA 

(NOAA Chart 12224) 
chart for navigation. 
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� Complete, reduced scale nautical char
� Print at home for free 
� ize Convenient s
� Up to date with all Notices to Marine
� United States Coast Pilot excer ts p
� ’sCompiled by NOAA, the nation

chartmaker. 
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What are Nautical Charts? 

harts are a fundamental tool of marine navigation.  They 
pths, obstructions, buoys, other aids to navigation, and 
he information is shown in a way that promotes safe and 
ation.  Chart carriage is mandatory on the commercial 
 America’s commerce.  They are also used on every Navy 
ard ship, fishing and passenger vessels, and are widely 
eational boaters. 

What is a BookletChart™? 

kletChart is made to help recreational boaters locate 
 the water.  It has been reduced in scale for convenience, 
ontains all the information of the full-scale nautical chart.  
 have also been reduced, and are accurate when used to 
ces in this BookletChart.  Whenever possible, use the 
ale NOAA nautical chart for navigation.  Nautical chart 
 listed at:  http://www.NauticalCharts.noaa.gov. 

s and bar scales in this BookletChart have been reduced to 
l scale, and are printed at the new scale of 1:57,143. 

letChart does NOT fulfill chart carriage requirements for 
mercial vessels under Titles 33 and 44 of the Code of 
tions. 

Notice to Mariners Correction Status 

okletChart has been updated for all chart corrections 
e U.S. Coast Guard Local Notice to Mariners, the National 
elligence Agency (formerly NIMA) Weekly Notice to 
 where applicable, the Canadian Coast Guard Notice to 
ditional chart corrections have been made by NOAA in 
ir publication in a Notice to Mariners.  The last Notices to 
ed were:  

ocal Notice to Mariners:  28/05 dated July 12, 2005 
otice to Mariners:  29/05 dated July 16, 2005 

t Guard Notice to Mariners:  Not Applicable 
 
[Coast Pilot 3, Chapter 14 excerpts] 
(7)  Kiptopeke Beach is a former ferry 
terminal. The offshore breakwaters are 
obsolete ships filled with sand and sunk. 
(8)  Old Plantation Creek has depths of 
about a foot. Many of the bars and middle 
grounds are marked by discolored water, and 
the channel usually is marked by bush stakes, 
but it is narrow and difficult to navigate 
without local knowledge. 
(9)  Old Plantation Flats Light (37°13.8'N., 
76°02.8'W.), 39 feet above the water, is 

ile with a black and white diamond-shaped daymark in 1
th end of the flats 1.5 miles from shore. The current 
ut 1.3 knots 0.5 mile west of the light. 
rles Harbor is a dredged basin on the south side of the 

town of Cape Charles. A well-marked dredged channel leads to the 
harbor on the north. Two small dredged basins are eastward of the main 
harbor basin. The northerly basin is known as the Harbor of Refuge, and 
the southerly basin as Mud Creek Basin. 
(12)  Cape Charles Coast Guard Station is on the spit between Mud 
Creek and the Harbor of Refuge. 
(13)  The tidal currents set across the entrance to and across the 
southwest section of the dredged channel, but farther north they follow 
the general direction of the axis. The channel is exposed to westerly 
winds, but is partially protected by the flats to the westward, and seldom 
is too rough for motorboats; the larger vessels and tows occasionally are 
a hazard to small boats. 
(15)  Cape Charles Harbor is a terminus of the Eastern Shore Railroad. 
Floats are brought into the harbor in the late afternoon. Due to the limited 
maneuvering room, larger vessels and tows are sometimes a hazard to 
small craft. The tugs that handle the floats monitor VHF-FM channels 13 
and 16. 
(16)  There is public access to the bulkheads and slips at the eastern end 
of the harbor. Anchoring is forbidden in any part of the harbor or the 
basins. A “no-wake” speed limit is enforced. A harbormaster enforces 
harbor regulations, and a dockmaster supervises docking at the 
municipal facilities. Gasoline, diesel fuel, and water are available. Some 
marine supplies may be obtained in town. 
(17)  Cherrystone Channel is a passage inside Old Plantation Flats that 
leads from deep water 2 miles south-southeastward of Old Plantation 
Flats Light northward to Kings Creek and Cherrystone Inlet. Cherrystone 
Channel above Cape Charles Harbor is marked by lights and daybeacons 
to the vicinity of Sandy Island. This part of the channel has depths of 10 
feet, but is narrow in places, and local knowledge is required to carry the 
best water. The recommended southerly approach to Kings Creek and 
Cherrystone Inlet is via the marked dredged channel to Cape Charles 
Harbor. 
(18)  Kings Creek has depths of 3½ feet for 1 mile upstream. The shoal 
that extends out from the north side of the entrance bares at low water; 
lights and daybeacons mark the entrance. Gasoline, berths, and marine 
supplies are available inside the entrance. 
(19)  Cherrystone Inlet has depths of 5 feet for 2 miles, thence 4 to 2 
feet to the upper end. The channel in the inlet sometimes is marked by 
bush stakes, but it is narrow and difficult to navigate without local 
knowledge. 
(20)  Boats bound for Kings Creek or Cherrystone Inlet can leave the 
Cape Charles Harbor channel west of the jetty on the north side of the 
harbor entrance and proceed in marked Cherrystone Channel. Depths of 2 
to 4 feet over the flats limit the draft. The area between Sandy Island and 
Wescoat Point, 0.3 mile to the northward, bares at low water. 

 
Decoding Aid to Navigation (ATONs) Characteristics 

 

An ATON is a man-made structure used to help determine a safe course, 
a craft’s position, or to warn of dangers or obstructions.  “Lights”, 
“buoys”, and “daybeacons” are 3 common types of ATONs. 
 

A “light” is a luminous signal on a fixed structure.  Its 
charted characteristics include its flash characteristic, 
color, period, height, visibility distance, and number.  FL 
(3) R 10s 85ft 10M “2” describes a flashing red light 
with a group of 3 flashes repeating every 10 seconds.  
The light is 85 feet above the water, can be seen for 10 

miles, and has a “2” painted on it. 
 

A “buoy” is a floating ATON anchored to the bottom.  
They come in many shapes, and may have lights, sound 
devices, and special markings.  Their charted 
characteristics include, as appropriate, color, shape, light 
and sound characteristics, and any numbers or marks.  R 
“22” Fl R 4s BELL describes a red buoy with a flashing 
red light having a 4 second period, a bell, and a “22” 

painted on it.  R N “22” describes an unlighted, red nun buoy with “22” 
on it. 
2

1 
FL (3) R 10s 
5ft 10M “2”





























 

UVHF Marine Radio channels for use on the waterways: 
Channel 6 – Intership safety communications. 
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cks, 

Channel 9 – Communications between boats a
ship-to-coast. 
Channel 13 – Navigation purposes at bridges, lo
harbors. 
Channel 16 – Emergency, distress and safety c
to Coast Guard and others, and to initiate calls to o
vessels.  Contact the other vessel, agree to another 
channel, and then switch. 
Channel 22 – Calls be

alls 
ther

 the 

ere. 
oat 

 

ures

 

tween the Coast Guard and
public.  Severe weather warnings, hazards to 
navigation and safety warnings are broadcast h
Channels 68, 69, 71, 72 & 78 – Recreational b
channels. 

UDistress Call Proced U 

 on. 
 

on. 
 
n 

 

n. 
eat 

 !! 

1. Make sure radio is
2. Select Channel 16.
3. Press/Hold the transmit butt
4. Clearly say: “MAYDAY, MAYDAY, MAYDAY.”
5. Also give:  Vessel Name and/or Description; Positio

and/or Location; Nature of Emergency; Number of
People on Board. 

6. Release transmit butto
7. Wait for 10 seconds – If no response Rep

MAYDAY Call. 
HAVE ALL PERSONS PUT ON LIFE JACKETS

 

UMobile PhonesU Call 911 for water resc
 Coast Guard Search & Rescue

 – ue. 
410-

576
rles – 757-331-2000 

32 
 

lice – 410-260-8888 

 

 – 800-418-7314/
-2525 

 Coast Guard Cape Cha
Coast Guard Milford Haven – 804-725-2125/37
Coast Guard Portsmouth – 757-483-8526/8527
Coast Guard Parramore Beach – 757-787-
9526/9527 
Maryland Natural Resources Po
Virginia Marine Police – 800-541-4646 

UNOAA Weather RadioU – 162.400 MHz, 162.425 M
162.450 MHz, 162.475 MHz, 162.500 MHz, 162.525 M
162.550 MHz. 
 

Hz, 
Hz, 

UGetting and Giving HelpU – Signal other boaters using vis
distress signals (flares, orange flag, lights, arm signals); 
whistles; horns; and on your VHF radio.  You are required
law to help boaters in trouble.  Respond to distress signals
do not endanger yourself. 
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EMERGENCY INFORMATION NOAA CHARTING PUBLICATIONS 

 
NOAA, the Natio
Official NOAA Nautical Charts – NOAA surveys and charts the 
  

ion 
atory on 

ry 

national and territorial waters of the U.S, including the Great Lakes,
producing over 1,000 traditional nautical charts covering 3.4 mill
square nautical miles.  Carriage of official NOAA charts is mand
the commercial ships that carry our commerce.  They are used on eve
Navy and Coast Guard ship, fishing and passenger vessels, and are 
widely carried by recreational boaters.  NOAA charts are availa
official chart agents listed at: TUwww.NauticalCharts.NOAA.gov

ble from 
UT. 

 
®Official Electronic Navigational ChartsP

P (ENC
digital files of each chart’s features and their attributes for use in 
computer-based navigation systems.  ENCs comply with standards of
International Hydrographic Organization.  ENCs and their updates are 
available for free from NOAA at: TUwww.NauticalCharts.NOAA.gov

s) – ENCs are 

 the 

UT. 

s) – RNCs are 
le for use 
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s 

gov

 

Official Raster Navigational Charts (RNC
georeferenced digital pictures of NOAA’s charts that are suitab
in computer-based navigation systems.  RNCs comply with standards
the International Hydrographic Organization.  RNCs and their update
are available for free from NOAA at: TUwww.NauticalCharts.NOAA. UT. 

 - BookletCharts™ are reduced scale 
 

Official BookletCharts™
NOAA charts printed in page-sized pieces.  The “home edition” c
downloaded from NOAA for free and printed.  The “professional 
edition”, containing additional boating, safety, and educationa
available for NOAA chart agents or over the Internet. 
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s™ – PocketCharts™ are for beginning 
r real 

 scale 
on the 

lot  – The Coast Pilots are 9 text volumes 

arances, 
lations.  
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Official PocketChart
recreational boaters to use for planning and locating, but not fo
navigation.  Measuring a convenient 13”  by 19”, they have a 1/3
chart on one side, and safety, boating, and educational information 
reverse.  They can be purchased at retail outlets and on the Internet. 
 

®Official U.S. Coast Pi P
P

containing information important to navigators such as channel 
descriptions, port facilities, anchorages, bridge and cable cle
currents, prominent features, weather, dangers, and Federal Regu
They supplement the charts and are available from official NOAA ch
agents or downloaded for free at: TUwww.NauticalCharts.NOAA.govUT. 
 

 

s – These full-scale Official Print-on-Demand Nautical Chart
NOAA charts are updated each week by NOAA for all Notice to M
corrections.  They have additional information added in the margin to
supplement the chart.  Print on Demand charts meet all federal cha
carriage regulations for charts and updating.  Produced under a 
public/private partnership between NOAA and OceanGrafix
suppliers of these premium charts are listed at TUwww.OceanGraf c

ariner 
 

rt 

, LLC, 
ix. omUT.  

ols – This reference 
 

Official Chart No. 1, Nautical Chart Symb
publication depicts basic chart elements and explains nautical chart 
symbols and abbreviations.  Download it for free at: 
TUwww.NauticalCharts.NOAA.govUT.  
 

Coast Survey Navigation Manag – These ambassadors to
maritime community maintain a regional presence for NOAA and he
identify the challenges facing marine transportation and boating.  T
are listed at TUhttp://nauticalcharts.noaa.gov/nsd/reps.htm

ers  the 
lp 

hey 
UT.  

 

Internet si TUtes:   www.NauticalCharts.NOAA.govUT TU, www.NOAA.govUT, 
TUwww.TidesandCurrents.NOAA.govUT, TUwww.NOS.NOAA.govUT.  
n’s Chartmaker 




